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All Guppies Door and Frame units, both Stock and 
Custom are fabricated from Tieavy extruded alumi¬ 
num alloy J6063T5, polished and anodized to a 
finish specification #204A1R1. All mechanical and 
welded joints are milled to hairline accuracy. 

The New Guppies #40 Line offers these distinct 
advantages: • Complete Flush Glazing • No 
Exposed Screws • Simplicity of Field Fabrica¬ 
tion and Anchoring • 100% Vinyl Glazing • 
Minimum Number of Shapes Required • Vinyl 
Sealed Expansion Mullion. 

Entrance units are carried in stock sizes listed in 
chart, complete with standard hardware. 

Standard Hardware: Cast white bronze pivot 
hinges with oilite bearing for top and ball bearing 
for bottom when overhead type closer is specified. 
Alternate floor type closer available. Push bar, pull 
handle, expanding bolt deadlock, flush bolts in in¬ 
active leaf of double door units, and aluminum 
threshold. Stock entrances are available on double 
acting floor type closers when required. Panic hard¬ 
ware available for all Cupples entrances. 


IDF 


2DF 


IDT 


2DT 


type 

masonry 

opening 

door 

opening 

IDF 

3' 4" X ri" 

310" X r2" 

3 ' 0 " X 7'0" 

3 ' 6 " X 7'0" 

2DF 

5' 4"x 7 ' 2 " 

6' 4" X 7'2" 

S'O" X 7 ' 0 " 

6 ' 0 " X 7'0" 

IDT 

3' 4" X 10'2" 

310" X 10'2" 

30" X 70" 

3'6" X ro" 

2DT 

5' 4" X 10'2" 

6' 4" X 10'2" 

S'O" X 7'0" 

6'0" X 7'0" 


SPECIFY SWING OF DOOR BY NUMBER 
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ADJUSTABLE SETTING BLOCK 

permits proper alignment of door after glazing. 
Necessary setting pads are secured in place, no 
shimming of glass is required. 


OFFSET PIVOTS 

for clean appearance and smooth operation, cast 
white bronze pivots with integral pin and oilite 
bearing. Tamper-proof design for overhead or 
floor type closer installation. Door available on 
butts if required. 


STANDARD LOCK CYLINDER 

for field servicing and master keying. 


STANDARD PUSH-PULL HARDWARE 

is clean lined and contemporary in styling (illus¬ 
trated). Interchangeable with custom styled en¬ 
trance hardware to meet design requirements, thus 
permitting individualized entrances at nominal 
additional cost. 


DRY GLAZING 

with special vinyl section holds glass securely and 
permits rapid, clean, leak-proof Installation. 


GLASS SETTING BLOCK 

is located to insure proper glass installation, thus 
eliminating strain that might cause glass breakage. 


BOTTOM PIVOT 

is of unique design that securely joins threshold to 
jamb section. For trouble-free operation made of 
cast white bronze with ball bearing and protective 
felt seal. 


ANGLE CLIP 

completes the rigid connection of threshold to jamb 
section. 


FRAME ANCHORED TO FLOOR 
BY THRESHOLD 

permits rapid and accurate entrance installation. 


EXPANDING BOLT DEADLOCK 

unique double hook design provides positive lock¬ 
ing in both directions, will not bind and permits 
normal strike cut out for maximum strength. lnter-» 
changeable LATCH LOCK available if required. 


Cupples door and entrance units are available as single and double 
doors on the new style offset pivots, with overhead or floor type closer. 
Single doors are available for right or left hand operation. Double 
acting doors on floor closers are also available. Weather strip is fur¬ 
nished on meeting stiles of all double doors and on both stiles of all 


double acting doors. Standard hardware includes expanding dead-bolt 
lock, push bar, pull handle, threshold, pivot hinges, overhead or floor 
type closer. Fixed transom frames are available as standard, operating 
transom sash must be ordered special. 
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The Proven Cupples #45 Line of Stock Aluminum 
Entrances are available in the sizes listed in chart 
at the right. The same quality of material and work¬ 
manship used in the New Cupples #40 Line is used 
throughout. Standard hardware listed on page 2 
applies. 
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type 

masonry 

opening 

door 

opening 


IDF 

3' 4" X 7'2" 

310" X 7'2" 

3'0" X TO” 
3'6" X 7'0" 


2DF 

5' 4" X 7'2" 

6' 4" X 7'2" 

50" X 7 0" 
6'0" X 7'0" 


IDT 

3' 4" X 10'2" 

3'10" X 10'2" 

3'0" X 7'0" 
3’6" X 7'0" 


2DT 

5' 4" X 10'2" 

6' 4" X 10'2" 

5'0" X 7'0" 

6'0" X 7'0" 
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2 " 



1 %" 


11 




3" X 5^2" 


Custom built entrances available in virtually any 
combination of narrow or wide stile doors — flush 
doors with tube frames or split tube frames. 

Hardware may be as specified either furnished by 
us or by others. If hardware is by others it should 
be sent to us for application. 
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Lightweight, rugged construction plus modern design make this a most 
versatile and practical flush door. 

Dimensionally stable and warp free. 



Doors are laminated under heat and pressure on a resin impregnated 
Kraft Honeycomb core. Face sheets are laminated to hardboard back¬ 
up which is in turn bonded to honeycomb. Face sheets are bonded and 
mechanically locked to continuous aluminum extrusion forming edges 
of door. 



STANDARD DOOR SIZES 

OPENING SIZE 

ACTUAL DOOR SIZE 

2' 6 " X 6' 8" 

29%"x 79'A" 

2' 8" X 6' 8" 

31%"x79'A" 

3' 0" X 6' 8" 

35%''x79Va" 

2' 6 " X 7' 0" 

29%"x83'A" 

2' 8" X 7' 0" 

31 %"x 8314" 

3' 0” X 7' 0" 

35%"x 83'A" 


SPECIFY SWING BY NUMBER 
AS SHOWN ON PAGE 2. 


1 

1 

4" MINIMUM 

1 

1 

ACTUAL DOOR SIZE 


2" 

OPENING SIZE 





CUSTOM HARDWARE 
AVAILABLE ON REQUEST. 

LOUVERS AVAILABLE 
WHICH SET IN 
GLAZING BEADS 
REPLACING GLASS. 











































































































































































































































































AAASONRY OPENING 



Fishell Building 
Grand Ledge, Michigan 
Architect: Freeman & Smith 
Lansing, Mich. 


Available exterior or interior glazed sash — JfBOO or J900 
Hoppers or Vents. Insulated panels as specified. 




w cupples door and frame corporation • dowagiac, michigan 
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custom styled stock hardware 



All surfaces are Lustrous Aluminum Anodized finish. Engraved pattern is available in Black or Red. Special 
Identification Design is colored to meet customer specifications. Custom Styled Stock Hardware may be 
applied to the stock Guppies doors as well as the Custom Entrances. 










































All standard hardware is polished Aluminum-Anodixed finish. Specify plain, push or pull on all orders. li: ■'] 

Engraved identification colored black. 









































FINISH-DULL CHROME PLATED 


IH/' DIAMETER 
CYLINDER 


THUMB TURN 
40-134-1 


THUMB TURN 
40-3-TT 

EXPANDING BOLT LOCK 
40-132 


BUTT HINGE 40-7 

Heavy v/rought bronze. 

Dull chrome plated. 

Non-rising pin. 

Two self retaining ball bearings. 


LEVER HANDLE 
40-134-2 


LATCH LOCK 40-134 

40-132 and 40-134 interchangeable on stock doors 

Thumb turn may be substituted for cylinder on either lock. Lever handle is 
used only with latch lock. 


LETTER SLOT ASSEMBLY 40-55 

Wrought aluminum-anodized. 
Overall size: ZVi" x 9". 


NARROW STILE 
CONCEALED 
PANIC DEVICE 
40-34-200 

Gravity operated rod. 

Independent latching 
of top and bottom 
rods. 


RIM LATCH PANIC DEVICE 
40-34-300 


Deadlock feature on 
top latch. Bottom rod 
held retracted when 
door is opened. 


Used on single doors 
only. 

Center mullion can be 
made removable. 

Mullion furnished with 
roller strikes. 


Simplicity of opera¬ 
tion and installation. 

Positive bolt retrac¬ 
tion adjustment. 

Cylinder is optional 
at any time. 


TUBULAR 
CROSS BAR 


1 ^ 2 " DIAMETER RIM TYPE 
CYLINDER No. 40-35 


1 ^ 2 " DIAMETER RIM TYPE 
CYLINDER No. 40-35 


SERIES 40-34-200 


ALUMINUM 
PULL HANDLE 
40-2 


A 

B 

C 

D 


Panic exit only_^_40-34-200 

Panic exit with pull ___40-34-200-2 

Panic exit with cylinder _40-34-200-35 

Panic exit with pull and cylinder_40-34-200-2-35 


SERIES 40-34-300 

Panic exit only_40-34-300 


E 

F Panic exit with pull_40-34-300-2 

G Panic exit with cylinder _40-34-300-35 

H Panic exit with pull and cylinder_40-34-300-2-35 


VON DUPRIN NL 23 NC AND 27 NC PANIC DEVICE AVAILABLE ON REQUEST. 
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NORTON TRIMLINE 
INSWINGING DOOR 40-159 



NORTON TRIMLINE 
OUTSWINGING DOOR 40-159 


Size of checks will be determined by the size and location of doors. 
Specify swing of doors on all orders. 




SURFACE TYPE DOOR HOLDER 40-54-90 

(For single acting door) 


CONCEALED DOOR HOLDER 
40-54-100 (For single acting door) 
40-54-200 (For double acting door) 


Surface Type overhead door holder 
with safety release. For single acting 
doors, handed. Serves as door stop 
and shock absorbing cushion, as well 
as holder. Styles for offset, center and 
butt hung doors. 


Concealed overhead door holder with 
safety release for single and double 
acting doors. Serves as door stop and 
shock absorbing cushion, as well as 
holder. Styles for offset, center hung 
and butt hung doors. 



FLUSH BOLT 
40-8 



DOOR HOLDER 
40-54-4 



SINGLE ACTING (OFFSET) 
FLOOR CLOSER 


I-A 



DOR 

RIX 

A 

B 

C 

D 

200 

20 

12 1 " 

6 " 

4 " 

2 i" 

250 

25 

13 " 

6 |" 

4 i" 

2 |" 

210 

21 

12 ^" 

6 " 

4 " 

2 ^" 

260 

26 

13 " 

6 |" 

4 i" 

21 " 

300 

30 

15 -i" 

6 i" 

3 |" 

^ 3 <1 

^ 4 

400 

40 

I 7 |" 

6 |" 

4 |" 

3 " 


Table showing dimensions of cutout in floor 
for Dor-o-matic and Rixson floor closers. 


NOTE: Threshold is furnished unless otherwise 
specified. Specify swing of doors. 


1 



SINGLE OR DOUBLE-ACTING 
(CENTER HUNG) FLOOR CLOSER 
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Vandercook Hall 

Ferris Institute 

Big Rapids, Michigan 

Architect: Roger Allen & Associates 

Grand Rapids, Michigan 


Hinsdale Oasis 

Illinois Tollway 
^ Architect: Pace Associates 
^ Chicago, Illinois 

C 




Suppk 


Carlisle Hall 

Ferris Institute 

Big Rapids, Michigan 

Architect: Roger Allen & Associates 

Grand Rapids, Michigan 


Library 

Western Michigan College 
Kalamazoo, Michigan 
Architect: Ralph R. Calder 
Detroit, Michigan 


L. S. Donaldson Department Store 
Edina, Minnesota 

Architect: John Graham & Company 
Seattle, Washington 


CUPPLES DOOR AND FRAME CORP. 

DOWAGIAC.MICHIGAN 

Litho in U.S.A. dad 1960 
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From the collection of: 


Carol J. Dyson, AIA 











